SPIERINGS Make: SPIERINGS Type: SK2400-R LM1

MOBILE CRANES Crane specification (Jib length 42 m)
Serial Number 2418xx Strength / stability : as per EN 13001 Max. load Max. radius Max. capacity Max.
Stability - as per ISO 4305 with max. load Jib length
Year of construction 20XX Classification . as per ISO 4301-2.A4 18,0 tonne 13,5 m 243 tm 42 m
Max. speed Jib horizontal / 30° luffed All motions with hydraulic proportional | Counterweight Crane : 23880 kg. Rated lifting capacity is net capacity. | Outriggers positioned according to lifting chart
m/min| kg controls. Continuous slewing of the crane (360°) with the | Max. line pull force : 4500 kg. Outrigger support base : 8,14 x 7,66 m.
10 [18000 A’?@ 0-70 m/min | Luffing the jib 30° can be controlled | outriggers out and support pads down. 2parts of ine: 9000 kg. Operation allowed up to wind force 8 Bf (17 m/s)
é T l 20 | 9000 from crane cab or by remote control. | Crane can be driven in its erected postion 4 parts of line : 18000 kg. Outrigger support base : 8,14 x 5,88 m.
30 | 4500 under special conditions (refer user guide). Sail area of the load max.: 1,0 m? ton. | Operation allowed up to wind force 8 Bf (17 m/s)
50 | 2250 (b 0-0,9 r/min The crane should be folded in at wind force 10 (Bf) | Operating temperature range from: | Max. outrigger force: ~ 600 kN.
75 0 (24 m/sec) or when not in use for a longer period. -15°C till +40°C. In work: tracks of the ground
LIFTING CHART Outrigger support base 8,14 m x 7,66 m (up to wind force 8 on the Beaufort scale (17 m/sec))
N W
Jib horizontal U¢U Hook height 25,7 /35,5 m (height under the jib 27,9 / 37,7 m) e
35 5 10 135 15 20 24,8 30 35 40 42  Radius (m)
18000 17250 | 14785 12930 11475 | 10310 9350 8550 7870 7285 6780 6335 5945 5595 5280 5000 Load (kg)
. 18000 15925 13800 12160 10860 9805 9000 8195 7565 7025 6550 6135 5765 5435 5135
Jib 30° luffed
369 377 40,6 43,5 464 474 49,3 52,2 55,1 56 Hook height (m)
35 5 10 15 20 21,7 25 30 3% 36,6 Radius (m)
9000 8875 | 8045 | 7350 | 6765 | 6260 | 5820 | 5435 | 5095 Load (kg)
9000 8440 7685 7045 6500 6030 5620 5260 5000
i , y up to wind force 8 on the Beaufort scale m/sec
LIFTING CHART Outrigger support base 8,14 m x 5,88 m t d force 8 on the Beaufort scale (17 m/
. W
Jib horizontal Ug,u Hook height 25,7 /35,5 m  (height under the jib 27,9 / 37,7 m) ¢
35 5 10 15 18 20 25 30 35 40 42 Radius (M)

14000 18000 | 14420 | 12020 | 10285 | 9000 7955 7135 6460 5895 5420 5010 4650 4340 4065 3820 3600 3400 | .4 (kg)

16005 13115 11090 9590 8440 7525 6785 6165 5650 5205 4825 4490 4200 3940 3705 3495

Jib 30° luffed

369 377 40,6 44 46,4 49,3 52,2 551 56 Hook height (m)

35 5 10 15,8 20 25 30 35 36,6 Radius (m)
9000 9000 7725 6840 6125 5545 5055 4640 4285 3975 3705 3465 Load (kg)

4455 4125 3835 3585 3400 071-00240101A
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Max. outrigger force :

Outrigger foot surface :

Ground pressure

1800 x 1300 mm

Jib unfolding possible in every direction (360°)
Luffing the jib 30° can be controlled from the crane cab
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SPIERINGS Make: SPIERINGS Type: SK2400-R LM2
MOBILE CRANES Crane specification (Jib length 42 m)
. Strength / stability : as per EN 13001 Max. load Max. radius Max. capacity Max.
Serial Number | 24 18XX 9 y -asp with max. load jib length
Stability : as per ISO 4305
Classification : as per ISO 4301-2.A4
Year of construction  20XX 18,0 tonne 14,6 m 263 tm 42 m
Max. speed Jib horizontal / 30° luffed Hoist and trolley movements are not | Counterweight Crane: 23880 kg. Rated lifting capacity is net capacity. | Outriggers positioned according to lifting chart
m/min| kg possible at the same time. Continuous slewing of the crane (360°) with the | Max. line pull force : 4500 kg. Outrigger support base : 7,95x 7,63 m.
3,3 18000 A%E 0-23 m/min |Reduced crane speeds (1/3 nominal). | outriggers out and support pads down. 2 parts of line: 9000 kg. Operation allowed up to wind force 7 Bf (14 m/s)
% T l 6,6 | 9000 All motions with hydraulic proportional | Crane can be driven in its erected postion 4 parts of line : 18000 kg. Outrigger support base : 7,95 x 5,72 m.
10 | 4500 controls. under special conditions (refer user guide). Sail area of the load max.: 1,0 m? ton.| Operation allowed up to wind force 7 Bf (14 m/s)
16 | 2250 Q‘D 0-0,3 r/min | Luffing the jib 30° can be controlled | The crane should be folded in at wind force 10 (Bf) | Operating temperature range from: | Max. outrigger force: ~ 615 kN.
23 0 from crane cab or by remote control. | (24 m/sec) or when not in use for a longer period. -15°C till +40°C. In work: tracks free of the ground.
LIFTING CHART Outrigger support base 8,14 m x 7,66 m up to wind force 7 on the Beaufort scale (14 m/sec)
Jib horizontal U U y
1b horizonta (A HOOK HEIGHT 25,7/ 35,5 m (HEIGHT UNDER THE JIB 27,9/ 37,7 m) 'A
35 5 10 14,6 20 25 27 30 35 40 42 Radius (m)
18000 16195 14165 12575 | 11300 10255 9380 8635 8000 7445 6960 6530 6150 5810 5500 Load (kg)
. 18000 15110 13325 11905 10750 9795 9000 8305 7710 7195 6740 6335 5975 5650
Jib 30° luffed
369 377 40,6 43,5 46,4 48,5 493 52,2 55,1 56 Hook height (m)
35 5 10 15 20 236 25 30 35 36,6 Radius (m)
9000 8070 | 7425 | 6875 | 6395 | 5975 | 5605 Load (kg)
9000 8430 7735 7140 6625 6180 5785 5500
LIFTING CHART Outrigger support base 8,14 m x 5,88 m up to wind force 7 on the Beaufort scale (14 m/sec)
Jib horizontal W W
Ib horizonta (A HOOK HEIGHT 25,7 /35,5 m (HEIGHT UNDER THE JIB 27,9/ 37,7 m) 'A
35 5 10,6 15 19,25 25 30 35 40 42 Radius (M)
18000 15590 | 13000 | 11130 | 9720 8615 7730 7005 6395 5880 5435 5050 4715 4415 4150 | 3915 3700 | .4 (kg)
. 18000 14180 11995 10380 9000 8150 7350 6685 6125 5650 5235 4875 4560 4280 4030 3805
Jib 30° luffed
369 377 40,6 43,5 44,6 46,4 49,3 52,2 55,1 56 Hookheight (m)
35 5 10 15 16,9 20 25 30 35 36,6 Radius (m)
9000 8365 7410 6645 6010 5485 5040 4655 4320 4030 | 3770 Load (kg)
Specifications subject to change 9000 7860 7005 6315 5740 5255 4840 4485 4170 3895 3700 071-00260101A
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Outrigger foot surface : 1800 x 1300 mm
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Hoist and trolley movements aren't possible at the same time
40 Reduced crane speeds ( 1/3 nominal)
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Hoist and trolley movements aren't possible at the same time
Reduced crane speeds (1/3 nominal)
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